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(h) Traceable means that a local 
standard has been compared and cer-
tified either directly or via not more 
than one intermediate standard, to a 
primary standard such as a National 
Bureau of Standards Standard Ref-
erence Material (NBS SRM), or a 
USEPA/NBS-approved Certified Ref-
erence Material (CRM). 

(i) Indian country is as defined in 18 
U.S.C. 1151. 

[36 FR 22384, Nov. 25, 1971, as amended at 41 
FR 11253, Mar. 17, 1976; 48 FR 2529, Jan. 20, 
1983; 63 FR 7274, Feb. 12, 1998] 

§ 50.2 Scope. 
(a) National primary and secondary 

ambient air quality standards under 
section 109 of the Act are set forth in 
this part. 

(b) National primary ambient air 
quality standards define levels of air 
quality which the Administrator 
judges are necessary, with an adequate 
margin of safety, to protect the public 
health. National secondary ambient air 
quality standards define levels of air 
quality which the Administrator 
judges necessary to protect the public 
welfare from any known or anticipated 
adverse effects of a pollutant. Such 
standards are subject to revision, and 
additional primary and secondary 
standards may be promulgated as the 
Administrator deems necessary to pro-
tect the public health and welfare. 

(c) The promulgation of national pri-
mary and secondary ambient air qual-
ity standards shall not be considered in 
any manner to allow significant dete-
rioration of existing air quality in any 
portion of any State or Indian country. 

(d) The proposal, promulgation, or re-
vision of national primary and sec-
ondary ambient air quality standards 
shall not prohibit any State or Indian 
country from establishing ambient air 
quality standards for that State or 
area under a tribal CAA program or 
any portion thereof which are more 
stringent than the national standards. 

[36 FR 22384, Nov. 25, 1971, as amended at 63 
FR 7274, Feb. 12, 1998] 

§ 50.3 Reference conditions. 
All measurements of air quality that 

are expressed as mass per unit volume 
(e.g., micrograms per cubic meter) 

other than for the particulate matter 
(PM2.5) standards contained in § 50.7 
shall be corrected to a reference tem-
perature of 25 °C and a reference pres-
sure of 760 millimeters of mercury 
(1,013.2 millibars). Measurements of 
PM2.5 for purposes of comparison to the 
standards contained in § 50.7 shall be 
reported based on actual ambient air 
volume measured at the actual ambi-
ent temperature and pressure at the 
monitoring site during the measure-
ment period. 

[69 FR 45595, July 30, 2004] 

§ 50.4 National primary ambient air 
quality standards for sulfur oxides 
(sulfur dioxide). 

(a) The level of the annual standard 
is 0.030 parts per million (ppm), not to 
be exceeded in a calendar year. The an-
nual arithmetic mean shall be rounded 
to three decimal places (fractional 
parts equal to or greater than 0.0005 
ppm shall be rounded up). 

(b) The level of the 24-hour standard 
is 0.14 parts per million (ppm), not to 
be exceeded more than once per cal-
endar year. The 24-hour averages shall 
be determined from successive non-
overlapping 24-hour blocks starting at 
midnight each calendar day and shall 
be rounded to two decimal places (frac-
tional parts equal to or greater than 
0.005 ppm shall be rounded up). 

(c) Sulfur oxides shall be measured in 
the ambient air as sulfur dioxide by the 
reference method described in appendix 
A to this part or by an equivalent 
method designated in accordance with 
part 53 of this chapter. 

(d) To demonstrate attainment, the 
annual arithmetic mean and the sec-
ond-highest 24-hour averages must be 
based upon hourly data that are at 
least 75 percent complete in each cal-
endar quarter. A 24-hour block average 
shall be considered valid if at least 75 
percent of the hourly averages for the 
24-hour period are available. In the 
event that only 18, 19, 20, 21, 22, or 23 
hourly averages are available, the 24- 
hour block average shall be computed 
as the sum of the available hourly 
averages using 18, 19, etc. as the divi-
sor. If fewer than 18 hourly averages 
are available, but the 24-hour average 
would exceed the level of the standard 
when zeros are substituted for the 
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missing values, subject to the rounding 
rule of paragraph (b) of this section, 
then this shall be considered a valid 24- 
hour average. In this case, the 24-hour 
block average shall be computed as the 
sum of the available hourly averages 
divided by 24. 

[61 FR 25579, May 22, 1996] 

§ 50.5 National secondary ambient air 
quality standard for sulfur oxides 
(sulfur dioxide). 

(a) The level of the 3-hour standard is 
0.5 parts per million (ppm), not to be 
exceeded more than once per calendar 
year. The 3-hour averages shall be de-
termined from successive nonoverlap-
ping 3-hour blocks starting at midnight 
each calendar day and shall be rounded 
to 1 decimal place (fractional parts 
equal to or greater than 0.05 ppm shall 
be rounded up). 

(b) Sulfur oxides shall be measured in 
the ambient air as sulfur dioxide by the 
reference method described in appendix 
A of this part or by an equivalent 
method designated in accordance with 
part 53 of this chapter. 

(c) To demonstrate attainment, the 
second-highest 3-hour average must be 
based upon hourly data that are at 
least 75 percent complete in each cal-
endar quarter. A 3-hour block average 
shall be considered valid only if all 
three hourly averages for the 3-hour 
period are available. If only one or two 
hourly averages are available, but the 
3-hour average would exceed the level 
of the standard when zeros are sub-
stituted for the missing values, subject 
to the rounding rule of paragraph (a) of 
this section, then this shall be consid-
ered a valid 3-hour average. In all 
cases, the 3-hour block average shall be 
computed as the sum of the hourly 
averages divided by 3. 

[61 FR 25580, May 22, 1996] 

§ 50.6 National primary and secondary 
ambient air quality standards for 
PM10. 

(a) The level of the national primary 
and secondary 24-hour ambient air 
quality standards for particulate mat-
ter is 150 micrograms per cubic meter 
(µg/m3), 24-hour average concentration. 
The standards are attained when the 
expected number of days per calendar 
year with a 24-hour average concentra-

tion above 150 µg/m3, as determined in 
accordance with appendix K to this 
part, is equal to or less than one. 

(b) The level of the national primary 
and secondary annual standards for 
particulate matter is 50 micrograms 
per cubic meter (µg/m3), annual arith-
metic mean. The standards are at-
tained when the expected annual arith-
metic mean concentration, as deter-
mined in accordance with appendix K 
to this part, is less than or equal to 50 
µg/m3. 

(c) For the purpose of determining 
attainment of the primary and sec-
ondary standards, particulate matter 
shall be measured in the ambient air as 
PM10 (particles with an aerodynamic 
diameter less than or equal to a nomi-
nal 10 micrometers) by: 

(1) A reference method based on ap-
pendix J and designated in accordance 
with part 53 of this chapter, or 

(2) An equivalent method designated 
in accordance with part 53 of this chap-
ter. 

[52 FR 24663, July 1, 1987, as amended at 62 
FR 38711, July 18, 1997; 65 FR 80779, Dec. 22, 
2000] 

§ 50.7 National primary and secondary 
ambient air quality standards for 
PM2.5. 

(a) The national primary and sec-
ondary ambient air quality standards 
for particulate matter are 15.0 
micrograms per cubic meter (µg/m3) an-
nual arithmetic mean concentration, 
and 65 µg/m3 24-hour average concentra-
tion measured in the ambient air as 
PM2.5 (particles with an aerodynamic 
diameter less than or equal to a nomi-
nal 2.5 micrometers) by either: 

(1) A reference method based on ap-
pendix L of this part and designated in 
accordance with part 53 of this chapter; 
or 

(2) An equivalent method designated 
in accordance with part 53 of this chap-
ter. 

(b) The annual primary and sec-
ondary PM2.5 standards are met when 
the annual arithmetic mean concentra-
tion, as determined in accordance with 
appendix N of this part, is less than or 
equal to 15.0 micrograms per cubic 
meter. 

(c) The 24-hour primary and sec-
ondary PM2.5 standards are met when 
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